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SPECIFICATIONS  and  TOLERANCES

GABIONS
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Properties of wire
	Use
	Units
	Lacing
	Mesh
	Selvedge

	Wire**

Galvanised

Galvanised + PVC
	Ø mm
	2,2

2,2/3,2
	2,7

2,7/3,7
	3,4

3,4/4,4

	Wire 

Tolerance*
	Ø mm 
	±0,08
	±0,08
	±0,1

	Quantity of zinc*
	g/m2
	 245
	 275
	 275

	Tensile strength*
	N/mm2
	350-575

	**   According to SANS 675:1997

**   According to SANS 1580:2005 and SANS 675:1997


Properties of mesh


	STANDARD MESH-WIRE

	Mesh Type 80
	b
	Tolerance (mm)
	 OD Wire Ø (mm)

	Galvanised
	80
	-4   +10
	2,7

	Galvanised + PVC
	80
	-4   +10
	2,7/3,7
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	MESH TOLERANCE

The tolerance on the opening of mesh “b”
being the distance between the axis of two consecutive twists according to SANS 1580:2005


PVC coating characteristics

	The properties of the PVC material should adhere to the following:

	Colour
	Grey RAL 7037 according to ASTM D1482-57T.

	Specific gravity
	1,30-1,38 kg/dm3, in accordance with ASTM D792 Table 1.

	Hardness
	Between 55 and 65 Shore D, according to ASTM D2240.

	Tensile strength
	Not less than 20,6 MPa, according to ASTM D412-92.

	Modulus of elasticity
	Not less than 18,6 MPa, in accordance with ASTM D412-92.

	Abrasion resistance
	The percentage of the weight loss is less than 12%, according to ASTM D1242-92.

	Creeping corrosion
	Maximum penetration of corrosion of the wire from a square cut end is 25 mm when the specimen has been immersed for 2,000 hrs in a 5% solution HCl (hydrochloric acid 12 Be).

	The accelerated aging tests are:

	Salt spray test
	Test period 3,000 hours, test method ASTM B117-94.

	Exposure to UV rays
	Test period 3,000 hours at 63°C, test method ASTM D1499-92a and ASTM G23‑93 apparatus Type E.

	Brittleness temperature
	No higher than -9°C, or lower temperature when specified by the purchaser, when tested in accordance with ASTM D746.
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